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This Maintenance Management Order (MMO) directs all AFSM100 maintenance offices to make 
the necessary changes provided in the attachment of this bulletin.  This MMO supplements 
MMO-048-08. 
 
The changes to MMO-048-08 are due to miscalculations in the rollup of the hours.  The changes 
reflect an increase in hours for each operation type and machine configuration.  The increase in 
work hours are due to the inclusion of the Operational Maintenance hours in Attachment 7 of 
MMO-048-08. 
 
The online version of MMO-048-08, accessible from the MTSC website, has been updated with 
the changes. 
 
Direct any questions or comments concerning this bulletin to the HelpDesk, Maintenance 
Technical Support Center, P.O. Box 1600, Norman OK 73070-1600; telephone FTS 2000 (405) 
573-2123 or toll free (800) 366-4123. 
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Maintenance Technical Support Center MMO-058-08 

Attachment  1 

ATTACHMENT  
 

CHANGES TO MMO-048-08 
 

Change the SUMMARY OF WORKLOAD ESTIMATE FOR AFSM100 WITH AND WITHOUT 
ATHS to read as follows: 

System 
Configuration 

Operation Routine 
Servicing 

Per 
Machine 
(hrs/yr) 

Repair Time* 
Per Machine

(hrs/yr) 

Total 
Servicing 
Time Per 
Machine 
(hrs/yr) 

Operational 
Maintenance 

Time Per 
Machine 
(hrs/yr) 

Non-
Productive 

Time ** 
Per 

Machine 
(hrs/yr) 

Total Time 
Per 

Machine  
(hrs/yr) 

Non-ATHS 
1 Tour 

5 day 1103 331 1434 230 72 1736 

Non-ATHS 
2 Tour 

5 day 1103 331 1434 373 72 1879 

Non-ATHS 
3 Tour 

5 day 1103 331 1434 373 72 1879 

 

Non-ATHS 
1 Tour 

6 day 1258 378 1636 276 82 1993 

Non-ATHS 
2 Tour 

6 day 1258 378 1636 447 82 2165 

Non-ATHS 
3 Tour 

6 day 1258 378 1636 447 82 2165 

 

Non-ATHS 
1 Tour 

7 day 1414 424 1838 322 92 2251 

Non-ATHS 
2 Tour 

7 day 1414 424 1838 522 92 2451 

Non-ATHS 
3 Tour 

7 day 1414 424 1838 522 92 2451 

 

With ATHS 
1 Tour 

5 day 1337 401 1738 238 87 2063 

With ATHS 
2 Tour 

5 day 1337 401 1738 390 87 2215 

With ATHS 
3 Tour 

5 day 1337 401 1738 390 87 2215 

 

With ATHS 
1 Tour 

6 day 1536 461 1996 286 100 2382 

With ATHS 
2 Tour 

6 day 1536 461 1996 468 100 2564 

With ATHS 
3 Tour 

6 day 1536 461 1996 468 100 2564 
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2 Attachment 

With ATHS 
1 Tour 

7 day 1734 520 2254 334 113 2701 

With ATHS 
2 Tour 

7 day 1734 520 2254 546 113 2913 

With ATHS 
3 Tour 

7 day 1734 520 2254 546 113 2913 

 

*Repair Time is 30% of machine Routine Servicing time.  The repair time shown above is the 
minimum time allotted per site. 
 
**Non-Productive Time is 5% of Total Service Time. 

 
 

Change cover page for Attachment 2 time totals from: 

DAILY 

Time Total: 181 Minutes Non-ATHS Machines  
Time Total: 233 Minutes ATHS Machines 

To read: 

DAILY 

Time Total: 179 Minutes Non-ATHS Machines  
Time Total: 229 Minutes ATHS Machines 

 

Change cover page for Attachment 3 time totals from: 

WEEKLY 

Time Total: 315 Minutes Non-ATHS Machines  
Time Total: 315 Minutes ATHS Machines 

To read: 

WEEKLY 

Time Total: 295 Minutes Non-ATHS Machines  
Time Total: 315 Minutes ATHS Machines 

 

Change cover page for Attachment 7 time totals from: 

Operational Maintenance 

Time Total: 66 Minutes Non-ATHS machine 
Time Total: 70 Minutes ATHS machine 

To read: 

Operational Maintenance 

Time Total: 33 Minutes Non-ATHS machine 
Time Total: 35 Minutes ATHS machine 


